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ZEN
TRAILED SPRAYER

EN



ZEN

TOWER DIFFUSOR WITH REAR SUCTION IN
RAISED POSITION AND RECTANGULAR DISTRIBUTION
OF FLOW TO GUARANTEE AN OPTIMAL COVERING 
OF VEGETATION ADOPTING FOCUSED NOZZLE

TRAILED SPRAYERS 1.100-1.600-2.100 LT

WITH VERTICAL ANTI DRIFT CONVEYOR

VARIABILE GEOMETRY

ZEN

2,8 ÷ 4,5 m

3,
5 

m

ESPALIER VINEYARDS AND ORCHARDS AND POTTED PALM FLAT AND SLIGHTLY SLOPING



ZEN 640

TOWER DIFFUSOR WITH FAN IN RAISED AND CENTRAL POSITION 
TO SUCK CLEAN AIR AND TO MAINTAIN AN ASYMMETRICAL DISTRIBUTION

TRAILED SPRAYERS 800-1000 LT 

FOR ESPALIER VINEAYRDS IN CLOSE ROW

ZEN 640

1,5 ÷ 2,7 m

2,
5 

m

ESPALIER VINEYARDS IN NARROW ROWS ON FLOW AND ON GENTLY SLOPING



1. External pre mixer provided of nozzle to wash containers and rinse tank 
     (not avaible in Zen 640)
2. Control unit with solenoid valve 
3. Control unit on left 

4. Facilitated drain of pump and gearbox oil 
     to ensure max efficiency to parts in rotation
5. Washing valve without return to the tank
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CAPACITY HEIGHTWIDTH WEIGHT

OPTIONAL

1. Bulkheads detour air flow for treatments near buffer zones
2. Hydraulic steering drawbar on three axes
3. Stainless steel filter basket
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